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CLAIMS ; 

1. A cork removing device £or removing a cork from the 
neck of a bottle, comprising: 
5 a pressure chamber, 

a hollow needle having a tip and extending from the 
pressure chamber for penetrating the cork longitudinally 
thereby presenting its tip to the interior of the bottle, 

a plunger for repeatedly diminishing the volimie of 
10 the pressure chamber, 

a valve situated between the pressure chamber and the 
hollow needle for allowing the flow of air from the 
pressure chamber upon movement of the plunger theretoward 
and for preventing a back- flow of air from the needle to 
15 the pressure chamber, and 

a handgrip attached to the plunger and encasing the 
pressure chamber when the volume of the pressure chamber 
is at a minimum. 

2 0 2. The cork removing device of Claim 1 wherein the 

plunger comprises a rod and a piston attached thereto, the 
piston comprising a one-way valve allowing the passage of ^ 
air into the chamber upon a backstroke of the plunger. 

2 5 3. The cork reitioving device of Claim 2 wherein the one- 
way valve coxnprises an annular recess in the piston within 
which there is situated an O-ring, the O-ring being 
movable longitudinally of the piston within the recess. 



the recess communicating with the chamber via an air 
passage « 

4 . The cork removing device of Claim 1 further 
comprising a seal between the handgrip and the pressure 
chamber exterior. 

5. The cork removing device of Claim 1 wherein the valve 
comprises a ball biased by a spring against a valve seat. 



